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规 格 书
Specification

料号

Serial Number

描述

Describe

备注

Note

044.0071705 使用手册/说明书_CHNT DTSU666(V2.0)/三相电表用户手册

最初适用机种 (Application Scope) SPH4-10K

内 容 记 事 （Particular Information）

1 电气规格 (Electric Specification) 3 标示说明 (Mark)

2 机械结构 (Mechanism Structure) 4 所需文件 (Demands Documents)

GP 等级 Non-GP GP2（RoHS） GP3 GP3S 其它：

物料类别 非标准件 标准件（品牌： ）

物料属性 贴片(SMT) 插件(Dip) 组装(Ass)

变 更 记 录 栏

首次承认默认版本号 00 无需填写；**研发中变更记录 ECN NO 必填写，版本号 00； 版本变更示例 00→01。

序号 版本 变更记录 负责人

1 01 修改接线示意图 李勇

2 01->02 修改线材颜色标注 李勇

3 02->03 修改 Logo、公司地址、手册下载二维码 杨雨航

4 03->04 电表进版，用户手册同步变更， 修改示意图接线方式 樊仕煜

5 04->05 更换带接线标签的电表实物图 樊仕煜

工 程 师 审 批

樊仕煜 2024.1.26 王飞飞 2024.1.26

FM-ED-014-03



ltem Number Description

A 1 TPM-C (V2.0)

B 1

C 1 RS485 cable (standard length 15m)

PIN 1 2 3 4

Color White 
orange Orange White 

green Blue

PIN 5 6 7 8

Color White 
blue Green White 

brown Brown

Grid

      RS485A
(PIN5-White Blue)

RS485B
(PIN1-White Orange)

f. The standard RS485 cable length is 15m.
if the length is not enough,please add 
another cable to extend the length.
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A B C

TPM-C (V2.0) Quick Guide

DTSU666 (V2.0) three phase four wire electronic energy meter(din-rail)is designed based on power monitoring and energy metering 
demands for electric power system, communication industry,construction industry, etc. as a new generation of intelligent instrument 
combining measurement and communication function, mainly applied into the measurement and display for the electric parameters in the 
electric circuit including three voltage, three current, active power, reactive power,frequency,positive&negative energy, four-quadrant 
energy, etc. Adopting the standard DIN35mm din rail mounting and modular design,it is characterized with small volume, easy installation 
and easy networking, Can be applied into Growatt Hybrid inverter and AC coupled inverter.
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Shenzhen Growatt New Energy Co., Ltd.
4-13/F, Building A, Sino-German (Europe) Industrial Park, 
Hangcheng Blvd, Bao'an District, Shenzhen, China

 +86 755 2747 1942

www.ginverter.com
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Fault phenomenon Reason analysis Elimination

7.

8. Service and contact 

NO Display interface Instruction NO Display interface Instruction

1 Positive active energy
=10000.00kWh 10

2 Reserve active energy
=2345.67kWh 11

3
Communication protocol is 
ModBus-RTU.N1 indicates 
that there are 1 stop bits 
without parity.
9600 indicates that the baud 
rate is 9600bps.
004 indicates that the meter 
default address is 04.

12

4 13

5 14
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9 18
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